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Abstract: We report on ‘slow’ pulsing dynamics in a silica resonator-based laser system: by 
nesting a high-Q rod-resonator inside an amplifying fiber cavity, we demonstrate that trains of 
microsecond pulses can be generated with repetition rates in the hundreds of kilohertz. We 
show that such pulses are produced with a period equivalent to several hundreds of laser 
cavity roundtrips via the interaction between the gain dynamics in the fiber cavity and the 
thermo-optical effects in the high-Q resonator. Experiments reveal that the pulsing properties 
can be controlled by adjusting the amplifying fiber cavity parameters. Our results, confirmed 
by numerical simulations, provide useful insights on the dynamical onset of complex self-
organization phenomena in resonator-based laser systems where thermo-optical effects play 
an active role. In addition, we show how the thermal state of the resonator can be probed and 
even modified by an external, counter-propagating optical field, thus hinting towards novel 
approaches for all-optical control and sensing applications. 
Published by The Optical Society under the terms of the Creative Commons Attribution 4.0 License. 
Further distribution of this work must maintain attribution to the author(s) and the published article’s title, 
journal citation, and DOI. 
1. Introduction 
Within the field of nonlinear optics, the long cavity lifetime and reduced mode-area provided 
by high-Q whispering gallery mode (WGM) resonators has been demonstrated as an efficient 
way to achieve important Kerr nonlinearity enhancement, and thus unlock numerous 
functionalities at reasonable power levels compatible with continuous-wave (CW) operation 
[1]. Besides the rather conventional excitation of microresonators using an external optical 
field [2–4], there have been significant efforts over the last few years to utilize microcavities 
for the development of novel laser configurations [5], especially with the prospect of system 
miniaturization. Applications of these embedded resonator systems include compact 
frequency comb generation [6–11], including self-injection locking schemes [12–15], 
passively mode-locked nanosecond pulsing [16], microdisk lasers development [17,18] or 
even the generation of quantum frequency combs [19]. 
Such applications are possible due to strong and desirable nonlinear effects in these 
devices (e.g. Kerr nonlinearity), which can be effectively paired with more complex 
dynamics. Indeed, in these resonant structures, the strong field enhancement is usually 
associated with additional intensity-dependent effects which can be considered detrimental: 
free carrier absorption in silicon [20], Raman and Brillouin scattering [21], as well as thermo-
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optical [22] and opto-mechanical [23] effects can play a disruptive role in numerous 
dynamical processes. 
Of particular interest here is the temperature-dependent modification of the optical 
refractive index and/or mode volume, ubiquitous in all WGM resonators. Understanding and 
controlling this thermally-induced frequency drift has been key in the generation of cavity 
solitons by externally seeding WGM cavities with a CW field [7]. Indeed, such schemes 
typically require a form of active monitoring and feedback control to ensure stable operation. 
There are however examples of the beneficial use of these adverse nonlinear effects, notably 
for the demonstration of optomechanical chaos transfer [24], the generation of giant pulses 
[25], thermal sensing [26], regenerative pulsation [27] and self-sustained pulsation [28–30], 
also controlled by parametric nonlinearity [31]. 
Interestingly, using an external amplifying cavity structure to passively stabilize slow 
temperature drifts and circumvent thermo-optical effects was already proposed and 
demonstrated in microresonators [6]. Yet, to date, the dynamical interactions between these 
two non-instantaneous physical processes still remain widely unexplored beyond their 
stabilization capabilities. 
Here we report on a thermo-optically driven pulsing mechanism demonstrated in a laser 
system consisting of a fused-silica WGM resonator [32] directly nested in an external fiber 
amplifying loop. In our system, the complex dynamical interaction between the thermo-
optical effect in the resonator and the slow response of the gain medium leads to a sustained 
self-pulsing. Such dynamical behavior, typically encountered in nonlinear optical cavities 
exhibiting a nonlinear relaxation time significantly longer than the cavity round trip time [33], 
is here observed experimentally. We reveal that the observed pulse train characteristics can be 
directly controlled by adjusting the laser cavity parameters. Additionally, we show a thermo-
optically mediated transfer of the dynamics of this lasing mode to an externally coupled probe 
field in the microresonator. The experimental results, exhibiting a variety of self-organization 
effects and multistable dynamics, are supported by numerical simulations exhibiting good 
qualitative agreement. Our results pave the way towards non-instantaneous all-optical control 
of the resonator dynamics along with potentially wavelength- and/or spatial-mode-
independent signal processing and synchronization features. 
2. Experimental setup 
Our experimental setup is shown in Fig. 1(a): we nest a high-Q (>106) fused-silica rod 
resonator coupled via tapered fibers (see inset) inside an Erbium-doped fiber amplifier 
(EDFA) loop cavity. An isolator is incorporated within the fiber cavity to ensure 
unidirectional operation (see blue arrows). The overall intracavity power can be adjusted by 
the EDFA pump current, as well as additional losses induced by a variable optical attenuator 
(VOA). The 4-port resonator transmission properties can additionally be probed via a 
continuous wave (CW) laser with tunable wavelength (Tunics-plus), counterpropagating 
within the resonator. Both the intracavity field (blue) and optional counterpropagating CW 
probe properties can be measured temporally using a fast oscilloscope and photodiodes (200 
MHz oscilloscope bandwidth) and spectrally using an optical spectrum analyzer (Anritsu 
MS9740A with 70 pm resolution). The intracavity field is probed using a 10% output fiber 
coupler (90:10) and eventual back-reflections between the frequency-detuned 
counterpropagating fields are avoided by the presence of isolators and a wavelength division 
multiplexer. 
The broadband EDFA spectrum transmitted by the resonator is shown in Fig. 1(b), and 
further filtered by a bandpass filter, consisting of a fiber Bragg grating and a circulator. The 
bandpass filter is centered at 1545.064 nm and exhibits a 33.7 GHz bandwidth (see blue 
shading in Fig. 1(b)). As illustrated in Fig. 1(c), this bandwidth is slightly larger than the 
resonator free spectral range (FSR) of 24.1 GHz. The fine transmission spectrum reveals a 
structure featured with multiple spatial modes. However, as seen in Figs. 1(d) and 1(e), a 
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careful selection of the resonator input polarization allows for the selection of only one (or 
few) predominant resonances to oscillate in the cavity within the bandpass filter bandwidth, 
and thus minimizes mode competition (see Fig. 1(f)). In the main cavity, all components are 
polarization-maintaining besides two fiber polarization controllers before and after the tapers 
coupled to the resonator, to respectively select the main coupled resonance and minimize the 
losses between the resonator and polarization-maintaining cavity components. Figure 1(g) 
shows the selected TM resonance (purple) and the Lorentzian fit (dashed black) obtained by 
accounting for the 400 kHz linewidth of our CW sweeping laser. We found a coupled full 
width half maximum (FWHM) linewidth of 27.2 MHz thus yielding a 7.1 million loaded Q-
factor at 1545 nm (the intrinsic Q-factor is around 108) and encompassing a single mode of 
the 6.7 m main amplifying fiber cavity (i.e. 30.9 MHz FSR). 
 
Fig. 1. (a) Schematic of the experimental setup. PC, fiber polarization controller; VOA, 
variable optical attenuator; BPF, bandpass filter; EDFA, Erbium-doped fiber amplifier; ISO, 
optical isolator; WDM, wavelength-division multiplexer; OSC, oscilloscope; OSA, optical 
spectrum analyzer. Inset: Side view of the silica rod resonator and coupled fiber used for 
optical injection. (b) OSA transmission spectra of the resonator (grey) and BPF (blue shading) 
when seeded by the EDFA. (c-e) High-resolution transmission spectra are obtained by CW 
wavelength sweep using either unpolarized (c) or polarized transverse magnetic (TM) (d) and 
transverse electric (TE) (e) light. (f) Zoom on the predominant spatial modes oscillating for 
each polarization. (g) Spectrum of the selected TM main resonance and Lorentzian fit (dashed 
black line) used experimentally. 
3. Results and discussion 
When the system operation is suitably adjusted, stable and sustained self-pulsing is observed, 
as illustrated in Fig. 2(a). In this lasing regime, the average pulsing period is typically 15 µs 
with a pulse duration on the order of a microsecond (see below for details). Here, the pulsing 
operation is rather stable with a peak intensity relative noise below 5% RMS deviation. 
Figure 2(b) shows a slight pulse asymmetry, where an elongation is observed in the trailing 
edge, a feature typical of dynamics associated with long timescales relative to the cavity 
lifetime. The corresponding spectrum, shown in Fig. 2(c), features a single spectral line with a 
linewidth in agreement with a single mode resonance oscillation (when considering the 
limited OSA spectral resolution) while the phase space portrait, represented in Fig. 2(d), 
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illustrates the presence of an attractor associated with the self-pulsing behavior observed in 
this system. 
In fact, such self-pulsing dynamics are notorious in many complex and nonlinear systems, 
and are typically encountered in optical lasing architectures exhibiting bistability, where the 
relaxation time of the nonlinear effect is significantly longer than the cavity round trip time 
[29,30,33]. In our case, the pulse train period (~15 µs) corresponds to over 450 cavity 
roundtrips but is, conversely, in the order of magnitude of the dynamical timescales at play 
within our system, namely primarily the thermo-optical effects in the resonator but also the 
slower gain recovery in the main fiber cavity. 
 
Fig. 2. (a) Typical pulse trace measured experimentally using the setup shown in Fig. 1 in TM 
polarization. (b) Zoom on a single pulse period. (c) Corresponding OSA spectrum. (d) Phase 
space portrait depicting the intensity versus the derivative of the intensity of the pulse train in 
panel (a). 
In order to obtain insight into the dynamics observed experimentally, we employ a 
numerical model based on coupled-mode theory [34], using standard approaches outlined in 
[5,34–39]. In particular, we follow the field evolution in both the resonator and fiber cavities, 
assuming a single scalar longitudinal mode seeding an intensity-dependent frequency shift 
induced thermally in the resonator. This thermo-optical behavior is schematically illustrated 
in Fig. 3(a) and the overall evolution of the system is expressed as: 
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Here, a and b are the normalized mode amplitudes in the resonator and main cavity, 
respectively [5,35,36]. We model the EDFA in terms of a standard first order equation in the 
gain g of the main cavity, derived from a set of Maxwell-Bloch (MB) equations for a two-
level system by adiabatical elimination of the polarization field [35,39]. Here, the estimated 
population relaxion time is Tg = 900 µs [40]. The thermo-optical frequency shift of the 
resonator ∆ωT = 2π∆ν is intensity-dependent with an estimated relaxation time constant TT = 
3 µs [22]. The resonator and main cavity round-trip times used in our simulations correspond 
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to the experimental values and respectively TA = 1/FA = 41.5 ps and TB = 1/FB = 29.8 ns. 
Similarly, we assume a resonator with a FWHM linewidth of ΔFA = 27.2 MHz, which is 
strongly dominated by the coupling to the two tapered fibers, so that the coupling constant 
between the main cavity and the resonator can be estimated as θ = πΔFATA. It is worth 
mentioning that, in our equations, the mode amplitudes are normalized with respect to the 
Kerr nonlinear mode coefficient ΓK = 4.82 × 1015 J−1s−1 estimated in the resonator. 
Specifically, the normalized amplitude in the resonator a can be derived from the dimensional 
mode energy A (in Joules) so that |a|2 = ΓKA. The main cavity mode follows the same 
normalization where |b|2 = ΓKB and the strength of the intensity-dependent thermal 
nonlinearity ΓT is estimated to be approximately two orders of magnitude larger than the 
instantaneous Kerr effect in the resonator, thus yielding RT = ΓT / ΓK = 100 [41]. The gain-
main cavity field coupling constant, corresponding to the inverse of the saturation power, is 
given as Rg = ?g/ΓK = 69.6 where we estimated a gain coefficient ηg = 3.35 × 1017 J−1s−1 
assuming a fast decay-time of 400 fs for the EDFA doping concentration used in our 
experiment [35]. In our simulations, we can observe a wide variety of dynamics depending on 
the static cavity parameters, namely the main cavity losses α and initial gain g0 as well as the 
cold-cavity angular frequency mismatch Δω between the central resonance and the main-
cavity mode, which, in single mode operation, is assumed to be within the resonance FWHM 
and thus bounded as |Δω| < ΔFA/2. For selected parameters, numerical simulations of the 
system display sustained self-pulsing in good agreement with the dynamical behaviour 
observed in our experiments. In particular, we selected Δω = -ΔFA/5 to best match the self-
pulsing dynamics observed experimentally. 
 
Fig. 3. (a) Schematic of the physical process leading to self-pulsing via thermally-induced 
resonance shifting in our setup: The loaded Lorentzian resonator mode within the filtered 
bandwidth of the EDFA (shaded blue region around 1545 nm) dynamically shifts by an 
amount Δν via the thermo-optical effect (see gradient arrow and colored shadings). This shift is 
also expected across all resonances and as such, can be readily measured experimentally using 
a CW probe weakly coupled and slightly detuned from a resonance far outside the main cavity 
gain bandwidth (see e.g. red and blue arrows around 1561 nm). (b) Numerical results obtained 
using the coupled mode equations of Eqs. (1-4) for parameters yielding self-pulsing behavior. 
The field intensity in the resonator, |a|2 (solid blue line – see Eq. (1)) shows a train of pulses, 
associated with a periodic resonance frequency shift Δν, induced by thermo-optical effects 
(dashed purple line – see Eq. (4)). (c) Example of pulse train obtained experimentally (solid 
black line) and corresponding transmission of a red-detuned (dashed red line) CW field, used 
to retrieve the dynamical resonance spectral shift as shown in (a). (d) Same measurements 
using a blue-detuned CW probe (dashed blue line). 
The numerical results are illustrated in Fig. 3(b), where the formation of pulses (solid blue 
line) is associated with a rapid frequency shift Δ? of the seeded resonance (dashed purple 
                                                                                                  Vol. 27, No. 14 | 8 Jul 2019 | OPTICS EXPRESS 19246 
 
line), followed by a slower recovery of the initial (blue-detuned) resonance frequency during 
the absence of pulse emission. Physically, the dynamical mechanisms responsible for such 
operation are qualitatively described in Fig. 3(a): the length of the main cavity, combined 
with the band-pass filter (see Fig. 1(b)), ensures that only one predominant cavity mode lies 
within the resonator linewidth ΔFA. The oscillation of such a mode induces a thermo-optical 
refractive index variation in the resonator, associated with a varying detuning of the main 
cavity mode within the shifting resonance. This, in turn, gives rise to a thermo-optically 
modulated loss mechanism, with a characteristic timescale much longer than the roundtrip 
time of the laser cavity. The dynamical interaction between the gain recovery mechanisms 
and the relaxation of the thermo-optically induced losses - both in the microseconds regime - 
can therefore lead to the sustained self-pulsing behavior observed in Fig. 3(b). 
Experimentally, the dynamical frequency shift of the resonator (and associated cavity 
losses) can be readily measured using a weak (<100 µW) counter-propagating CW probe 
laser, as illustrated in Fig. 1(a). In our case, depending on the spectral detuning of the CW 
probe weakly coupled to the resonance around 1561 nm, a variation in the transmitted power 
is expected to be observed. In particular, as illustrated in Fig. 3(a), depending on whether the 
CW probe is red- or blue-detuned with respect to the resonance, one would respectively 
assume an increase or decrease of the transmitted power when the resonance is thermo-
optically frequency shifted by the pulses emitted within the laser cavity. This behavior has 
been experimentally measured in our setup, and reported in Fig. 3(c) and 3(d), respectively. 
Stable self-pulsing is observed in the cavity (black line) while the CW probe exhibits a 
synchronous and periodic variation in transmission whose sign and magnitude depend on its 
spectral position compared to the resonance (dashed red and blue lines). In fact, the measured 
variation of the CW probe transmission here corresponds to the spectral convolution of the 
CW linewidth with the dynamically shifting resonance. Assuming a Lorentzian shape with a 
linewidth of 27 MHz (FWHM), and repeating these measurements for various CW detunings, 
we estimated that a typical 10 MHz spectral shift was observed for pulses circulating within 
the external gain cavity with an approximate ~10 mW peak power. This corresponds to a 
thermo-optical frequency shift of approximately 1 MHz/mW, a value in line with the 
measurements reported in the literature for the spectral shift observed for fused silica rod 
resonators [42] and extrapolated to the 24 GHz FSR of the resonator used in our experiments. 
The spectral shift is dependent on the resonator’s physical geometry as well as the Q-factor, 
which directly affects the attainable field enhancement and, therefore, the impact of the 
nonlinear thermo-optical effect. 
In order to gain further insights on the pulse formation mechanism, we perform an 
analysis of the generated pulse train properties depending on the main cavity static 
parameters. These results, obtained by varying the transmission (i.e. losses) and gain of the 
laser cavity both experimentally and numerically, are summarized in Fig. 4. From Fig. 4(a) 
and 4(b), respectively obtained by first setting the cavity transmission value using the VOA, 
and then increasing and decreasing the EDFA gain before repeating the process for a new 
transmission condition, one can notice a hint towards multistable behavior: in this case, the 
pulse properties (i.e. durations and peak powers) not only depend on the current cavity 
parameters, but also on the previous state (i.e. gain increase/decrease). Although various 
pulsing properties can be achieved for different transmission/gain conditions, we have 
observed that higher cavity gain resulted in more intense pulses with a shorter duration. This 
result is in fact not surprising, as higher gain intrinsically implies a reduction of the load time 
required to induce a sufficient thermo-optical frequency shift of the resonance (responsible 
for additional losses in the cavity, and thus defining the overall pulse duration). This 
observation was confirmed experimentally by replacing the previous EDFA (Amonics, with 
length of 1.2 m and 23 dBm output saturation power) with a longer, higher power amplifier 
(HP-EDFA – MENLO P250, with length of 5.7 m and a higher saturation power of 27 dBm). 
In this case, the overall cavity roundtrip was significantly longer but with similar losses and 
                                                                                                  Vol. 27, No. 14 | 8 Jul 2019 | OPTICS EXPRESS 19247 
 
an FSR of 16.4 MHz for the HP-EDFA compared to 30.9 MHz with the previous EDFA. The 
reduction of FSR below the resonator linewidth invites the possibility of multiple longitudinal 
modes lasing within one resonance. Experimentally, this effect was not observed, indicating 
that the mode competition favored a single mode oscillation. The thermo-optical self-pulsing 
is achievable independently of the cavity length, within this experimental range, with a 
suitable adjustment of the polarization in the cavity. 
Yet, as seen in the inset of Fig. 4(a), the higher gain accessible with the HP-EDFA further 
enables the generation of pulses with superior peak powers (and correspondingly reduced 
durations). Indeed, increasing the system losses also leads to a reduction of the pulse duration, 
as the thermo-optically induced frequency drift is dissipated faster by the higher losses in the 
main cavity. Interestingly however, in the experiments reported here, the overall variation in 
the cavity losses are relatively small (within a single order of magnitude) and intrinsically 
limited by the gain range of the EDFAs used to observe self-pulsing. 
 
Fig. 4. (a, b) Scatter plots of pulse peak power and duration obtained experimentally using the 
setup shown in Fig. 1(a). Here, data are extracted for various cavity transmission values (see 
color scale, where 100% transmission represents the minimum attenuation state of the VOA) 
and EDFA gain settings, while either increasing (a) or decreasing (b) the EDFA gain by 
adjustment of its pump current. The inset in (a) corresponds to the same scatter plot, obtained 
experimentally by replacing the initial EDFA in the setup by a longer and higher power gain 
medium (HP-EDFA). Here, the data are also obtained for various cavity transmission values 
while increasing the EDFA gain, but the color scale instead represents the gain medium 
pumping current. (c) Scatter plot of the mean pulse duration and period obtained 
experimentally for various loss values and upward tuning of the gain. This analysis was 
performed using both available amplifiers (see legend) and by averaging the properties 
extracted from each ms-long experimental trace. (d) Corresponding properties retrieved from 
numerical simulations using a selected loss parameter α. Scatter points of the pulse properties 
are displayed for various values of normalized gain G = g0/α (see color scale). The numerical 
results are obtained using the coupled-mode equations of Eqs. (1-4) for selected parameters 
yielding self-pulsing behavior. The pulse properties were extracted from the numerical field 
intensity via the same post-processing used on the experimental data sets. The grey shading 
region (featuring clusters of points instead of a single point), corresponds to a dynamical 
regime where simulations exhibit self-pulsing only sustained for a limited period (i.e. in a slow 
transient ultimately leading to a stable CW solution). 
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Within this experimental regime shown in Fig. 4(c), we can observe that the self-pulsing 
period is indeed directly related to the associated pulse duration, in a manner almost 
independent of the selected amplifier (and length, within this experimental range) but mainly 
depending on the gain value itself. These results are confirmed by numerical simulations, as 
reported in Fig. 4(d), where we have observed that, for a fixed loss parameter α, the pulse 
duration and self-pulsing period were indeed correlated and readily controllable by adjusting 
the gain in the cavity. Physically, this behavior can be explained by the relationship between 
the system parameters on the gain recovery time with respect to the resonator linewidth and 
its susceptibility to thermo-optical effects. In our numerical simulation, we observe stable 
self-pulsing behavior for pulse periods between 6 and 14 µs, which agrees qualitatively with 
the experimentally observed range of parameters, spanning from 10 to 19 µs. The small 
discrepancy can be attributed to the absence of higher order effects such as the presence of the 
fiber nonlinearity in the model and slight discrepancies in the simulation parameters. 
Interestingly, the numerical simulations point out that the system still shows some self-
pulsing behavior also for pulses longer than 14 µs. These simulations were characterized by a 
long-term disappearance of the self-pulsing after thermalization of the system, a condition 
which cannot be easily met in the experiment due to the presence of noise. 
 
Fig. 5. (a-b) False color maps showing the average intracavity power (see color scale) for 
experimental measurements of the laser cavity operation. Measurements are performed for a 
range of loss values while increasing (a) or decreasing (b) the gain. (c-d) Corresponding map 
of the pulse peak powers displaying clear regions of self-pulsing operation (i.e. black areas are 
representative of parameters for which self-pulsing is absent - see color scale). (e-h) Examples 
of phase space portraits retrieved from experimental data measured at selected transmission of 
50% (e, f) and 70% (g, h), respectively. As these panels show, we observe different self-
pulsing conditions around the attractor when increasing (e, g) and decreasing (f, h) the gain, 
even for the same cavity parameters, thus attesting to a variety of multistable regimes. 
Besides demonstrating the intrinsic control of the pulse properties dynamics, the 
clustering of the peak powers versus pulse periods shown by Figs. 4(a) and 4(b) and the 
dependence of the response to its previous state suggest the possible presence of multistable 
dynamics. Such a behavior is investigated in more detail across our tunable parameter space 
in Fig. 5. As can be seen in Figs. 5(a) and 5(b), a greater amplifier gain does not necessarily 
correspond to an increase in the lasing intracavity power, which is in fact dependent on the 
history of the system. More importantly, this multistable behavior can directly impact the 
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operation mode of the laser. This can be observed by comparing the average power shown in 
Figs. 5(a) and 5(b) with the corresponding peak power maps illustrated in Figs. 5(c) and 5(d): 
even when using the same set of loss and gain parameters, self-pulsing cannot be observed as 
easily when approaching particular operation regimes with a decreasing gain; in this case, 
self-pulsing is lost early on, even though the cavity oscillation is featured with a higher 
average power - see Figs. 5(b) and 5(d). Such behaviors have been observed experimentally 
for a wide variety of conditions, leading to different discretization of the pulsing dynamics 
around the attractor of the system, as illustrated in the phase portraits reported in Figs. 5(e) 
and 5(h). Physically, and besides small polarization-dependent parasitic effects in our 
experiments, we attribute this behavior to be predominantly associated with the known 
bistability of optically-injected resonators [43]. In fact, we have observed similar dynamics in 
our simulations, further suggesting that all-optical control of the pulsing operation can be 
reached, and the intrinsic multistability of the system further exploited. 
 
Fig. 6. (a-d) Examples of experimental laser cavity dynamics observed when using a strong 
counter-propagating CW field (purple line) to both probe and influence the main cavity pulsing 
properties (blue line). The parameters of the main amplifying cavity are kept constant and a 15 
mW CW probe around 1560 nm is coupled to the resonance but not frequency-stabilized. The 
drift of the CW around this resonance lead to a variety of slow-fast and mutistable dynamics 
observed in self-pulsing and correlated to the CW field coupling, whose induced thermo-
optical effects on the resonator properties cannot be neglected anymore. The panels show 
different regimes. (a) The CW detuning and associated coupled power initiates the self-
pulsing. (b) A transient behavior due to the passage from blue to red frequency detuning from 
the resonance. (c) Slow-fast dynamics associated with complex and threshold-like coupling 
behavior. (d) Frequency doubling of the self-pulsing operation. 
To assess this possibility, we have conducted a proof of principle experiment using the 
same setup as the one shown in Fig. 1(a) but inserting a high-power counter-propagating CW 
probe in the resonator. Differently from the previous configuration, the effect of the CW 
probe on the thermal and optical state of the resonator can no longer be considered negligible 
and it is expected to have a significant impact on the properties and dynamics of the main 
laser cavity. In particular, we used a 15 mW CW field to seed the resonance at around 1560 
nm, while the main laser cavity was oscillating within the resonance located at 1545 nm and 
operating in a self-pulsing regime with an average power of 30 mW. Although the CW field 
possessed a power with the same order of magnitude as the lasing cavity (and thus expected 
to have a similar impact in terms of thermo-optical effects), we observed that similar self-
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pulsing properties could be maintained or recovered (via e.g. polarization adjustments) over a 
large range of parameters when the CW coupling properties (i.e. frequency detuning and 
power) were experimentally stabilized. This can be understood by the fact that the thermo-
optical shift induced by the CW field might, in this case, be constant and only lead to an 
additional offset detuning in the laser-resonator coupling and operation (as long as the 
interaction between the CW and self-pulsing thermo-optical effects are small enough to avoid 
crossing any stability boundaries in the dynamical system – i.e. the typical cases shown in 
Figs. 3(c) and 3(d)). However, when the frequency stabilization of the CW probe is turned 
off, the CW laser can drift in and out of the resonance at the typical microsecond timescales at 
play in our system self-pulsing dynamics. Examples of such behaviors are shown in Fig. 6, 
where one can see that the fast modification of the CW probe coupling (purple line) 
drastically influences the main laser cavity self-pulsing dynamics (blue line). Depending on 
the conditions, variations on the CW detuning and associated coupled power can initiate self-
pulsing (Fig. 6(a)), exhibit transient behavior due to the passage from blue to red frequency 
detuning from the resonance (Fig. 6(b)), display slow-fast dynamics associated with complex 
and threshold-like coupling behavior (Fig. 6(c)), or even yield frequency doubling of the self-
pulsing operation (Fig. 6(d)). 
These results clearly underline the capability of an external field to drastically influence 
the resonator state via the thermo-optical effect, and thus impact the pulsing dynamics of the 
system in a non-trivial manner. In this framework, we expect this architecture, displaying 
multistability with widely adjustable pulsing properties, to provide an excellent testbed for the 
experimental study of complexity in nonlinear optical systems, with timescales easily handled 
by conventional electronic systems. Considering the universal nature of the thermo-optical 
effect in microresonator devices, we anticipate that the self-pulsing dynamics observed here 
in fused silica should be achievable across other microresonator platforms when ensuring a 
correct and suitable selection of the cavity parameters. Additionally, our experimental 
observations using a CW probe have demonstrated the ability to transfer dynamics between 
multiple wavelengths and modify the pulsing state. This influence appears to be accurately 
controllable, thus opening up potential pathways for the wavelength-independent control and 
synchronization of pulsing in multiple systems. For instance, by the CW laser acting as an 
optical control to mediate interaction between two cavities to produce synchronized 
multicolor self-pulsing emissions and possibly taking advantage of multistabilities for 
wavelength-independent memory states. 
4. Conclusion 
We have experimentally demonstrated sustained self-pulsing driven by the complex 
interaction between the thermo-optical effect in a microresonator and the gain of an external 
amplifying fiber loop. Numerical simulations provide direct insight on the dynamics of the 
thermo-optic frequency shift in the resonator and are in good qualitative agreement with 
experimental measurements made with an auxiliary probe laser coupled to the resonator. Our 
system exhibits a multitude of interesting multistable dynamics and we have experimentally 
investigated the effect of a probe field with non-negligible power, with results hinting towards 
possible applications in complex lasing and nonlinear dynamics, with modes that can be 
linked by thermally-dependent and adjustable effects. 
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